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Hidrolik Köfle Kesme Makineleri

Hydraulic Notching Machines

Statik ve dinamik rijitli¤i sa¤lanm›fl ayak, tabla ve üst çene

Çift direksiyon vas›tas› ile, kolay köfle kesme aç›s› ayar›

Farkl› sac kal›nl›klar› için ayr› ayar gerektirmeyen
otomatik sentil ayar sistemi

Ön dayama kollar›, cetvel, ve aç›l› gönye ekipmanlar›

Düzgün ve çapaks›z bir kesim için; ya¤lama gerektirmeyen,
hassas k›lavuzlama milleri

Ekstra genifllikte, T-kanall› çal›flma tablas›

CEI ve EMPI normlar›na uygun, termikmanyetik start/stop
flalteri ve ayak pedallar› ile güvenli, uzun ömürlü,
ve kolay operasyon imkan›

Bak›m gerektirmeyen hidrolik donan›m

At›k toplama çekmecesi

Rigidly constructed lower frame, work table, and cutting beam

Easy setting of notching angle by two hand wheels

Automatic blade gap adjustment for all sheet thicknesses

Squaring guides, scales, and angle gauge

Self-lubricating, precision guides to assure burr-free cutting

Extended work table with t-slots

Safe, durable, and easy operation with footswitches and
a thermic-magnetic on/off switchbox which conforms to
CEI and EMPl norms

Scrap-collection drawer

Maintenance-free hydraulics
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Dizayn ve teknik özellikler önceden haber vermeden de¤ifltirilebilir. / Design and specifications are subject to change without notice.

Kesme Boyu

Kesme Kapasitesi

Kesme Kapasitesi

Kesme Aç›s›

Köfle Aç›s›

Strok Say›s›

Motor Gücü

Tabla Boyu

Boy

Genifllik

Yükseklik

Takribi A¤›rl›k

Cutting length
Cutting capacity
Cutting capacity

Cutting angle
Notching angle
Stroke number

Motor power
Table dimension

Length
Width

Height
Weight

mm

mm (42 kg/mm2)

mm (70 kg/mm2)

derece - degrees
derece - degrees

adet/dk. - cuts/min
kW

mm

mm

mm

mm

kg

HKA 200 x 6
Aç› ayarl› köfle kesme makinesi

Variable angle notcher

HKA 200 x 4
Aç› ayarl› köfle kesme makinesi

Variable angle notcher
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